Drosibas Datu Lapa

ELME MESSER GAAS .
Inoxline H5
saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002
IzdoSanas datums: 27.06.2015 ParskatiSanas datums: 17.02.2023 Aizst3j versiju: 31.01.2023 Versija: 2.5
Bistami

1. IEDALA: Vielas/maisijuma un uznéméjsabiedribas/uznémuma identificéSana

1.1. Produkta identifikators

Tirdzniecibas nosaukums : Inoxline H5
MDDL numurs : LAT-H2-AR-002
UFI : YAYO0-UOFQ-YOOM-A827

1.2. Vielas vai maisijuma bitiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi

Noteikti izmantoSanas veidi : MetinaSana, grieSana, karséSana un lodéSana.
Riapnieciskai un profesionalai lietoSanai. Pirms pielietoSanas veikt riska novértéjumu.
Péc papildus informacijas kontaktéties ar piegadataju.
leteicamie izmantoSanas veidi : Patérétaja lietoSana.
IzmantoSanas, kas nav uzskaititas ieprieks, netiek atbalstitas. Lai iegitu papildinformaciju
par citiem pielietojumiem, sazinieties ar piegadataju.

1.3. Informacija par drosibas datu lapas piegadataju

Elme Messer L

Katlakalna iela 9A

LV-LV-1073 Riga

Latvija

T 00371 67355445 - F 00371 67355446
info@elmemesser.lv - www.elmemesser.lv

1.4. Talruna numurs, kur zvanit arkartas situacijas

Talruna numurs, kur zvanit arkartas situacijas . Valsts ugunsdzésibas un glabsanas dienests: 112. Toksikologijas un sepses klinikas
SaindéSanas un zalu informacijas centrs, Hipokrata 2, Riga, Latvija, LV-1038; strada 24 h
diennaktt. Tel. nr. +371 67042473

2. IEDALA: Bistamibas apzinasana

2.1. Vielas vai maisijuma klasifikacija
Klasifikacija saskana ar Regulu (EK) Nr. 1272/2008 [CLP]

Fizikala bistamiba UzliesmojoSas gazes, 1.B kategorija H221
Gazes zem spiediena : Saspiesta gaze H280

2.2. Markéjuma elementi
Markéjums saskana ar Regulu (EK) Nr. 1272/2008 [CLP]
Bistamibas piktogrammas (CLP) :

GHS02 GHS04
Signalvards (CLP) : Bistami
Bistamibas apzimé&jumi (CLP) : H221 - Uzliesmojosa gaze.

H280 - Satur gazi zem spiediena; karstuma var eksplodét.
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Drosibas Datu Lapa

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

ELM= MESSER GAAS

Dros$ibas prasibu apziméjums (CLP)

- Novérsana : P210 - Sargat no karstuma, karstam virsmam, dzirkstelém, atklatas uguns un citiem
aizdegSanas avotiem. Nesmékét.

- Reakcija . P377 - DegSanas gazes noplade: Nedzést, ja vien nopladi var apstadinat drosa veida.
P381 - Noplides gadijuma novérst visus uzliesmo$anas avotus.

- Uzglabasana . P403 - Glabat labi védinama vieta.

2.3. Citi apdraudéjumi

Smacéjoss augstas koncentracijas.

Sis augstas koncentracijas ir uzliesmo$anas diapazona.

Netiek klasificéts ka PBT vai vPvB.

Vielai / maisfjumam nav endokrino sistému sagraujosas Tpasibas.

3. IEDALA: Sastavs/informacija par sastavdalam

Nav piemérojams

3.1. Vielas
3.2. Maisijumi
Nosaukums Produkta identifikators % Klasifikacija saskana ar Regulu (EK)
Nr. 1272/2008 [CLP]
Argons CAS Nr: 7440-37-1 balance Press. Gas (Comp.), H280
EK Nr: 231-147-0
INDEKSA Nr: ---
REACH Nr: *1
ddenradis CAS Nr: 1333-74-0 5 Flam. Gas 1A, H220
EK Nr: 215-605-7 Press. Gas (Comp.), H280
INDEKSA Nr: 001-001-00-9
REACH Nr: *1

Pilns H un EUH apziméjumu teksts: skat. 16. sadalu

Nesatur citas sastavdalas vai piemaisijumus, kas varétu ietekmét produkta klasifikaciju.

*1: letverts REACH pielikuma IV / V, registracijas iznémums.

*3: Registracija nav nepiecieSama. Vielas saraZotais vai importétais daudzums mazaks par 1 tonnu gada.

4. IEDALA: Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

- leelpo$ana . Parvietot cietuSo nepiesarnota vieta, lietojot autonomos elpo$anas aparatus. Nodrosinat
cietuSajam siltumu un miera stavokli. Izsaukt medicinisko palidzibu. Veiciet
kardiopulmonalo reanimaciju, ja apstajas elposana.

- Saskare ar adu : Nav paredzama 81 produkta kaitiga iedarbiba.
- Saskare ar acim : Nav paredzama 31 produkta kaitiga iedarbiba.
- NoriSana : Norisana netiek uzskatita par potencialu iedarbibas veidu.

4.2. Svarigakie simptomi un ietekme — akuti un aizkavéti

Augstas koncentracijas var izsaukt nosmaksanu. Simptomi var bat kustibu traucéjumi,
bezsamana. CietuSais var nejust bridindjuma simptomus par iespé&jamu nosmakSanu.
Skatit 11.nod.

4.3. Norade par nepiecieSamo neatliekamo medicinisko palidzibu un ipasu apripi

Nav.
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Drosibas Datu Lapa

ELM= MESSER GAAS

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

5. IEDALA: Ugunsdzésibas pasakumi

5.1. Ugunsdzésibas lidzekli

- Piemérots ugunsdzésibas lidzeklis
- Nepiemérots ugunsdzésibas lidzeklis

5.2. Ipasa vielas vai maisijuma izraisita bistamiba

Tpasas briesmas
Bistami degSanas produkti

5.3. leteikumi ugunsdzéséjiem

Ipasas metodes

Ipass aizsargaprikojums ugunsdzéséjiem

leteicama kontroles metode ir gazes avota noslégSana.
DzéSanai nelietot Gdens striklu.

Paklaujot liesmam, konteiners var sagrat/ eksplodét.
Nav.

Koordinét ugunsdzésibas pasakumus, dzéSot apkartéjo liesmu. Ugunsgréka un siltuma
ietekmé gazes tilpne var sagrat (eksplodét). Dzesét apdraudétos konteinerus ar Gdens
stroklu no aizsargatas vietas. Neizliet piesarnoto ugunsdzésanas Gdeni kanalizacija.

Ja iesp&jams, noverst produkta nopladi.

Ja iespé&jams, lietot izsmidzinatu ddeni vai miglu lai noslapétu ugunsgréka domus.
Nedzést izplududo degosSo gazi, ja vien tas nav absoldti nepiecieSams. Var notikt spontana
atkaluzliesmosana/ eksplozija. Nodzést jekuras citas liesmas.

Aizvakt tilpnes no ugunsgréka vietas, ja tas ir izdarams bez riska.

Noslégtas telpas lietot autonomos elpoSanas aparatus.

Standarta aizsargapgérbs un aprikojums (Autonomais elpo$anas aparats) ugunsdzésg&jiem.
EN 469: Ugunsdzéséju aizsargapgérbs. EN 659: Ugunsdzéséju aizsargcimdi.

Standarts EN 137. Autonomi elpoSanas aparati ar nenoslégtu gaisa cirkulaciju, saspiesta
gaisa rezervuaru un visparéju sejas masku.

6. IEDALA: Pasakumi nejausas noplades gadijumos

6.1. Individualas drosibas pasakumi, aizsardzibas Iidzekli un procediiras arkartas situacijam

Personas, kuras nav avarijas dienestu darbinieki

Avarijas dienestu darbinieki

6.2. Vides drosibas pasakumi

Rikoties saskana ar vietéjo ricibas planu avariju gadijumos.

Meéginat apturét nopladi.

Evakuét zonu.

Noveérst uzliesmoSanas avotus.

Nodrosinat atbilstoSu ventilaciju.

Pasargat no iekltSanas kanalizacija, pagrabos, bedrés, Sahtas u.c, kur tds uzkrasanas var
bat bistama.

Turéties véja puseé.

Lai iegutu papildinformaciju par individualajiem aizsardzibas [tdzekliem, skat. DDL 8. iedalu.
Kontrolét izplisto$a produkta koncentraciju.

Nemt véra eksplozivas atmosféras risku.

Piesarnotaja zona lietot autonomos elpoSanas aparatus, I1dz atmosféra netiek atzita par
dro3u.

Lai iegutu papildinformaciju, skat. DDL 5.3. iedalu.

Méginat apturét nopladi.

6.3. Lokalizacijas (ierobezo$anas) un savaksanas panémieni un materiali

6.4. Atsauce uz citam iedalam

(o1l-111%

Izvédinat telpu.

Skat. arT sekc. Nr.8 un Nr.13.

Elme Messer L
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67355445

LV -1Iv 3/10



Drosibas Datu Lapa

ELM= MESSER GAAS

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

7. IEDALA: ApieSanas un glabasana

7.1. DroSa apieSanas un tai vajadzigie piesardzibas pasakumi

Produkta droSa lietoSana

Gazes tilpnes drosa lietoSana

Izvértét potencialas spradzienbistamas atmosféras risku un spradziendroSa aprikojuma
nepiecieSamibu.

Pirms gazes ievadiSanas atbrivot sistému no gaisa.

Veikt droSibas pasakumus, lai pasargatu no statiskas elektribas iedarbibas.

Sargat no uzliesmoSanas avotiem (statisko elektribu ieskaitot).

Nemt vera, ka pielietojami tikai nedzirkstelojosi instrumenti.

Nodrosinat iekartas atbilstoSu zemé&jumu.

Ar produktu ir jarikojas saskana ar labas rupnieciskas higiénas un droSibas proceddram.
Ar saspiestajam gazém atlauts rikoties tikai pieredzéjusam un atbilstosi instruétam
personam.

Nodrosinat gazu instalaciju ar spiediena samazinasanas ierici(ém).

Nodrosinat, ka pirms lietoSanas (vai regulari) tiek parbaudita iespéjama noplide no gazu
sistémas kompleksa.

Nesmeéket produkta lietoSanas laika.

Lietot tikai iekartas, kas ir piemérotas Sim produktam, ta piegades spiedienam un
temperatdrai. Ja nepiecieSams, kontaktéties ar piegadataju.

Izvairities no Gdens, skabju un sarmu atpakalplismas.

Neieelpot gazi.

Izvairities no produkta izlaiSanas darba vidé.

: Atsaukties uz piegadataja instrukcijam.

Nepielaut atpakalplismu balona.

Pasargat tvertnes no mehaniskiem bojajumiem: nevilkt, neripinat, neslidinat, nemest u.tml.
Lai parvietotu balonus, pat neliela attaluma, lietot ratinus, kas pieméroti balonu
transportésanai.

Atstat ventilu aizsargus vieta [1dz balons atrodas konteinera vai lietot no konteinera.

Ja lietotaja pieredze ir nepietiekosa, partraukt balona lietoSanu un griezties pie piegadataja.
Nekad neméginat labot vai parveidot balonu ventilus vai parspiediena droSibas ierices.

Par ventilu bojajumiem nekavéjoties zinot piegadatajam.

Turét ventilu izejas tiras no piesarnojosam dalinam, ellas un Gdens.

Atgriezt vieta ventilu izejas aizsargus vai korkus un ventilu aizsargus (kur tas ir
piemérojams), tiklidz balons ir atvienots no iekartas.

Aizvért balona ventili péc katras lietoSanas un iztuk§8o$anas, pat, ja tas ir pievienots pie
iekartas.

Nekad neméginat parpildit gazes no viena balona otra.

Nekad nelietot tieSu liesmu vai elektriskas apsildes ierices lai paaugstinatu spiedienu tilpné.
Lai batu iesp&jams identificét balona saturu, nenonemt, neaizklat etiketes.

Nepielaut Gdens atpakalplismu balona.

Lai izvairitos no adiabatiska trieciena, ventili atvert Ienam.

7.2. DroSas glabasanas apstakli, tostarp visu veidu nesaderiba

7.3. Konkréts(-i) galalietoSanas veids(-i)

Uzglabat atseviSki no oksidéjosam gazeém u.c. oksidéjosam vielam.
Uzglabasanas vietas elektriskajam aprikojumam jabat atbilstoSam potencialajam
spradzienbistamibas riskam.

levérot visas likumdoSanas un lokalas prasibas par balonu uzglabasanu.
Balonus nedrikst uzglabat apstak|os, kas veicinatu to koroziju.

Balonu ventilu aizsargiem jabat piestiprinatiem.

Balonus uzglabat vertikala stavokit un nodrosinat pret apgasanos.

Periodiski parbaudtt balonu uzglabasanas apstak|us un iesp&jamu gazu nopladi.
Uzglabat balonu/konteineru labi védinama vieta, nepielaut sasilSanu virs 50°C.
Uzglabat balonus vieta, kur nepastav ugunsgréka risks un dro$a attaluma no siltuma un
uzliesmoSanas avotiem.

Sargat no degoSa materiala.

Nav.
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Drosibas Datu Lapa

ELM= MESSER GAAS

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

8. IEDALA: Ekspozicijas kontrole/individuala aizsardziba

8.1. Kontroles parametri

DNEL (Atvasinatais beziedarbibas [Tmenis)

PNEC (Paredzéta(-s) beziedarbibas koncentracija(-
s))

8.2. Ekspozicijas kontrole

8.2.1. Atbilstosa tehniska parvaldiba

: Nav piemérojams.

: Nav piemérojams.

Nodrosinat atbilstoSu vispargjo un vietéjo nosices ventilaciju.

Produkts uzglabajams noslégta sistéma.

Sistéma zem spiediena, regulari parbaudtt uz nopladi.

Nodros$inat, lai iedarbiba neparsniegtu noteiktas arodekspozicijas robezvértibas (kur
iespéjams)..

Ja iespéjama uzliesmojo$o gazu/ tvaiku noplade, lietot gazu detektorus.

levérot darba atlauju sistému, piem, apkopes darbu veikSanai.

8.2.2. Individualas aizsardzibas pasakumi, piem., individualie aizsardzibas lidzekli

* Acu/sejas aizsardziba
+ Adas aizsardziba

- Roku aizsardziba

- Citi

* ElpoSanas celu aizsardziba

* termiska bistamiba

8.2.3. Vides riska parvaldiba

Veikt dokumentétu riska novértéjumu katra darba vieta, lai noteiktu iesp&jamos produkta
pielietoSanas riskus un izvélétos atbilstoSus individualos aizsarglidzek|us. levérot sekojoSas
rekomendacijas.

Izveléties IAL saskana ar ieteicamajiem EN / ISO standartiem.

. Lietot aizsargbrilles ar sanu aizsargiem.

Standarts EN 166. Individuala acu aizsardziba. Specifikacijas.

: Rikojoties ar gazu tilpném, valkat aizsargcimdus.

Standarts EN 388. Aizsargcimdi pret mehaniskiem riskiem, veiktspéjas limenis 1 vai
augstaks.

- Nemt véra, ka pielietojams ugunsizturigs, antistatisks aizsargtérps.

Standarts EN ISO 14116. Liesmas izplatiSanas ierobezojoSi materiali.

Standarts EN 1149-5. Aizsargapgérbs. Elektrostatiskas Tpasibas.

Darbojoties ar tilpném, lietot droSibas apavus.

Standarts EN ISO 20345. Individualie aizsarglidzekli. Aizsargapavi.

leteicami autonomi elpoSanas aparati, ja iespéjama nezinama iedarbiba, piem, veicot
apkopi instalaciju sistémas.

Standarts EN 137. Autonomi elpoSanas aparati ar nenoslégtu gaisa cirkulaciju, saspiesta
gaisa rezervuaru un visparéju sejas masku.

Ja to norada riska novértéjums, jaizmanto elpoSanas organu aizsarglidzekli. ElpoSanas
organu aizsargierices (Respiratory Protective Device, RPD) izvélei jabat balstitai uz
zinamiem vai paredzamiem iedarbibas limeniem, produkta bistamibu un izvéléta RPD
dro§am darba robezam.

: Nekas papildus iepriek§ minétajam sekcijam.

Par emisijas atmosféra ierobezojumiem atsaukties uz vietéjo likumdoSanu. Skat. specifiskas
metodes izmeSu gazes apstradei (13.nod.).

9. IEDALA: Fizikalas un kimiskas 1pasibas

9.1. Informacija par fizikalajam un kimiskajam pamatipasibam

Argjais izskats
- Agregatstavoklis pie 20°C / 101.3kPa
- Krasa
Smarza
KuSanas temperatira / SasalSanas punkts
Vir§anas punkts

. Gaze.

: Bezkrasains.

: Bez smarzas.

: Nav piemérojams gazu maisijumiem.
: Nav piemérojams gazu maisijumiem.

Tehniski nav iespg&jams noteikt ST maisijuma virSanas temperatdru vai tas diapazonu
Sastavdala ar zemako virSanas temperatdru: tdenradis -253 °C

Elme Messer L
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ELM= MESSER GAAS

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

Uzliesmojamiba

Apaks$éja spradzienbistamibas robeza
Augséja spradzienbistamibas robeza
Uzliesmosanas temperatira

PaSaizdegSanas temperatira

Noardisanas temperatira

pH

Kinematiska viskozitate

Skidiba tdent [20°C]
SadaliSanas koeficients n-oktanols/Gdens (Log
Kow)

Tvaika spiediens [20°C]

Tvaika spiediens [50°C]

Blivums un/vai relativais blivums
Relative vapour density (air=1)
Dalinu Tpasibas

9.2. Cita informacija

9.2.1. Informacija par fizikalas bistamibas klasém
Spradzienbistamibas robezas

Oksidéjosas Tpasibas

9.2.2. Citi droSibas raksturlielumi

Molekulsvars
IztvaikoSanas atrums
Citas zinas

: Uzliesmojosa gaze.

. Aprékinata vértiba: 51,50%

: Nav pieejami testa dati vai aprékina metode.

: Nav piemérojams gazém un gazu maisijumiem.
: Nav zinams.

PaSaizdegSanas temperatira maisijumiem nav pieejama. Sastavdala ar zemako
paSaizdegSanas temperatiru : Gdenradis 560 °C

: Nav piemérojams.

: Nav piemérojams gazém un gazu maisijumiem.
: Drosi dati nav pieejami.

: Maisijums ir dalgji SkistoSs tdent

: Nav piemérojams gazu maisijumiem.

: Nav piemérojams.

: Nav piemérojams.

: Nav piemérojams.

. Smagaks par gaisu.

: Nav piemérojams gazém un gazu maisijumiem.

: Uzliesmotspéjas vertibas nav pieejamas.
: Nav oksid&joSu Tpasibu.

: Nav piemérojams gazu maisijumiem.
: Nav piemérojams gazém un gazu maisijumiem.
. Gaze/tvaiki smagaki par gaisu. Var uzkraties noslégtas telpas vai zem grunts limena.

10. IEDALA: Stabilitate un reagétspéja

10.1. Reagétspéja

10.2. Kimiska stabilitate

10.3. Bistamu reakciju iespéjamiba

10.4. Nepielaujami apstakli

10.5. Nesaderigi materiali

10.6. Bistami sadaliSanas produkti

Dati par maisijumiem nav pieejami.
Sis maisijums satur satavdalas ar $adam reagétspé&jam: Ar gaisu var veidot eksplozivu
maisTjumu. Ar oksidétajiem var strauji reagét.

Stabils normalos apstaklos.

Ar gaisu var veidot eksplozivu maisijumu.
Ar oksidétajiem var strauji reagét.

Sargat no sakarSanas/ dzirkstelém/ atklatas liesmas/ karstam virsmam. Nesméket.
Izvairities no mitruma instalaciju sistémas.

Gaiss, oksidétajs.
Papildus informacija par savietojamibu saskana ar standartu ISO 11114.

Bistami dekompozicijas produkti neveidojas normalos lietoSanas un uzglabasanas
apstaklos.
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Drosibas Datu Lapa

ELM= MESSER GAAS

Inoxline H5

saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
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11. IEDALA: Toksikologiska informacija

11.1. Informacija par Requla (EK) Nr. 1272/2008 definétajam bistamibas klasém

Akiita toksicitate

Kodigums/kairinajums adai
Nopietns acu bojajums/kairinajums
Elpcelu vai adas sensibilizacija
Mutagenitate

Kancerogenitate

Toksisks, iedarbojoties uz reproduktivo sistému
: Reproduktivas spéjas

Toksisks, iedarbojoties uz reproduktivo sistému
: mates miesas esoss bérns

Toksiskas ietekmes uz ipaSu mérkorganu
vienreizéja iedarbiba

Toksiskas ietekmes uz ipaSu mérkorganu
atkartota iedarbiba

Bistamiba ieelpojot

11.2. Informacija par citiem apdraudéjumiem

Cita informacija

: Produkta toksikologiska iedarbiba nav paredzama, ja netiek parsniegta noteikta

arodekspozicijas robezveértiba.

. 8im produktam nav zinamu iedarbibas efektu.
: Sim produktam nav zinamu iedarbibas efektu.
: Sim produktam nav zinamu iedarbibas efektu.
: 8im produktam nav zinamu iedarbibas efektu.
: Sim produktam nav zinamu iedarbibas efektu.

. Sim produktam nav zinamu iedarbibas efektu.
. 8im produktam nav zinamu iedarbibas efektu.
: 8im produktam nav zinamu iedarbibas efektu.
: Sim produktam nav zinamu iedarbibas efektu.

: Nav piemérojams gazém un gazu maisijumiem.

: Vielai / maisijumam nav endokrino sistému sagraujo$as Tpasibas.

12. IEDALA: Ekologiska informacija

12.1. Toksicitate

Noveértéjums

EC50 48 Stundu - Dafnija magna [mg/I]
EC50 72h - Alges [mg/l]

LK50 96 h - Zivis [mg/l]

. Sis produkts neizraisa ekologisku apdraud&jumu.
: Dati nav pieejami.
: Dati nav pieejami.
: Dati nav pieejami.

udenradis (1333-74-0)

EC50 48 Stundu - Dafnija magna [mg/I]

Dati nav pieejami.

EC50 72h - Alges [mg/I]

Dati nav pieejami.

LK50 96 h - Zivis [mg/l]

Dati nav pieejami.

Argons (7440-37-1)

EC50 48 Stundu - Dafnija magna [mg/l]

Dati nav pieejami.

EC50 72h - Alges [mg/I]

Dati nav pieejami.

LK50 96 h - Zivis [mg/l]

Dati nav pieejami.

12.2. Noturiba un spéja noardities

Noveértéjums

12.3. Bioakumulacijas potencials

Noveértéjums

12.4. Mobilitate augsné

Novértéjums

: Sis produkts neizraisa ekologisku apdraud&umu.

. Sis produkts neizraisa ekologisku apdraud&jumu.

. Sis produkts neizraisa ekologisku apdraud&jumu.
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12.5. PBT un vPvB ekspertizes rezultati

Novértéjums

12.6. Endokrini disruptivas ipasibas

Noveértéjums

12.7. Citas nelabvéligas ietekmes

Citas nelabvéligas ietekmes
ledarbiba uz ozona slani
letekmé globalo sasilSanu

. Netiek klasificéts ka PBT vai vPvB.

: Vielai / maisijumam nav endokrino sistému sagraujoSas 1pasibas.

: Sim produktam nav zinamu iedarbibas efektu.
. Neietekmé ozona slani.
: Satur siltumnicas efektu izraiso$as gazes.

13. IEDALA: ApsaimniekoSanas apsveérumi

13.1. Atkritumu apstrades metodes

Bistamo atkritumu kodu saraksts (no Komisijas
Lémuma 2000/532 / EK ar grozijumiem)

13.2. papildus informacija

Ja nepiecieSams padoms, kontaktéties ar piegadataju.

Neizlaist vietas, kur iespéjama eksplozivu maisijumu veido$anas ar gaisu. Gazes atlikumi
jasadedzina piemeérota degl, lietojot atpakalliesmu slapétaju.

Nodrosinat, ka netiek parsniegts lokalajos noteikumos vai darbina$anas atlaujas noteiktais
emisijas limenis.

Par citiem ieteikumiem attieciba uz piemérotam izvieto§anas metodém skat. EIGA
dokumenta "Code of practice EIGA Doc.30 "Disposal of Gases"" Dokuments ir
lejupladéjams no http://www.eiga.eu.

Neizlaist vietas, kur tas uzkrasanas var bat bistama.

Atgriezt neizlietoto produktu piegadatajam originalaja balona.

16 05 04* Gazes spiediena konteineros satur bistamas vielas (halonus ieskaitot).

Arégja apstrade un apglabasana jadara saskana ar piemérojamo vietéjo likumdoanu.

14. IEDALA: Informacija par transportéSanu

14.1. ANO numurs vai ID numurs

Saskana ar prasibam ADR / RID / IMDG / IATA / ADN prasibam

ANO Nr.

14.2. ANO oficialais kravas nosaukums

Sauszemes transports (ADR/RID)
Aviacijas parvadajumi (ICAO-TI/ IATA-DGR)
Jiras transports (IMDG)

14.3. TransportéSanas bistamibas klase(-es)

Markésana

Sauszemes transports (ADR/RID)
Klase

Klasifikacijas kods

Riska faktora numurs

Aizliegums parvadasanai tunelos

Aviacijas parvadajumi (ICAO-TI/ IATA-DGR)
Klase / Grupa (Papildrisks(i))

1954

: SASPIESTA GAZE, UZLIESMOJOSA, C.N.P. (adenradis, Argons)
: Compressed gas, flammable, n.o.s. (hydrogen, Argon)
: COMPRESSED GAS, FLAMMABLE, N.O.S. (hydrogen, Argon)

2.1 : UzliesmojoSas gazes.

: 2

1F

. 23
. B/D - Parvadasana cisternas: aizliegts braukt cauri B, C, D un E kategorijas tuneliem; Cita

veida parvadasana: aizliegts braukt cauri D un E kategorijas tuneliem

: 241
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Jiras transports (IMDG)

Klase / Grupa (Papildrisks(i))
Emergency Schedule (EmS) - Fire
Emergency Schedule (EmS) - Spillage

14.4. lepakojuma grupa

Sauszemes transports (ADR/RID)
Aviacijas parvadajumi (ICAO-TI / IATA-DGR)
Jiras transports (IMDG)

14.5. Vides apdraudéjumi

Sauszemes transports (ADR/RID)
Aviacijas parvadajumi (ICAO-TI / IATA-DGR)
Jiras transports (IMDG)

14.6. Ipasi piesardzibas pasakumi lietotajiem

Packing Instruction(s)

Sauszemes transports (ADR/RID)

Aviacijas parvadajumi (ICAO-TI / IATA-DGR)
Passenger and Cargo Aircraft
Cargo Aircraft only

Jiras transports (IMDG)

Piesardzibas pasakumi saistiba ar transportéSanu

: 241
: F-D
. S-U

: Nav piemérojams.
: Nav piemérojams.
: Nav piemérojams.

: Nav.
: Nav.
: Nav.

. P200.

. Forbidden.
. 200.

: P200.

: Parvadasanai izvairtties lietot transporta lidzekli, kura kravas telpa nav atdalita no vaditaja

kabines.

Nodrosinat lai vaditajs zinatu produkta potencialo bistamibu iekraujot/ izkraujot un ka
rikoties avarijas vai negadijumos.

Pirms produkta konteinera/ balona transportéSanas:

Nodrosinat atbilstoSu védinasanu.

Parliecinaties, ka balons ir drosi nostiprinats.

Parliecinaties, ka balona ventilis ir noslégts un nav noplades.

Parliecinaties, ka ventila izejas nosléguzgrieznis vai korkis (ja pielietojams) ir pareizi
pievienots.

Parliecinaties, ka ventila aizsargs (ja pielietojams) ir pareizi pievienots.

14.7. Beztaras kravu juras parvadajumi saskana ar SJO instrumentiem

Nav piemérojams.

15. IEDALA: Informacija par reguléjumu

15.1. DroSibas, veselibas un vides jomas noteikumi/normativie akti, kas ipasi attiecas uz vielam un maisijumiem

ES tiestbu normas

LietoSanas ierobezojumi
Citi noteikumi, ierobezojumi un aizliegumi

Seveso Regula : 2012/18/EU (Seveso lll)

Valsts noteikumi

Regulativa atsauce

15.2. Kimiskas drosibas novértéjums

. Nesatur vielu(-as), kas ieklauta(-s) REACH kandidatu saraksta.
. Nesatur vielu(-as), kas ieklauta(-s) PIC saraksta (Regula ES 649/2012 par bistamu Kimisku

vielu eksportu un importu).

Nesatur vielu(-as), kas ieklauta(-s) NOP saraksta (Regula ES 2019/1021 par noturigiem
organiskiem piesarnotajiem).

letverts.

: NodrosSinat, ka tiek ievérota visa nacionala/ vietéja likumdosana.

Sim produktam nav nepiecie$ams Kimisko dro$ibas risku izveértéjums.

16. IEDALA: Cita informacija

Noradijumi par grozijumiem

: Dro8ibas datu lapa saskana ar Eiropas Savienibas (ES) direktivu ES/2020/878.
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saskana ar REACH regulu (EK) 1907/2006 ar grozijumiem Regula (ES) 2020/878
Atsauces numurs: LAT-H2-AR-002

Sartsinajumi un akronimi

Apmacibas instrukcijas
Turpmaka informacija

. ATE - Akatas toksicitates vertejums.
CLP - EK Regula Nr.1272/2008 par vielu un maisijumu klasificéSanu, markéSanu un
iepakoS$anu.
REACH - Kimikaliju registréSana, vértéSana, licencésana un ierobezosana (EK) Nr
1907/2006.
EINECS - European Inventory of Existing Commercial Chemical Substances.
CAS# - Chemical Abstract Service numurs.
IAL - Individualie aizsardzibas IT1dzekli.
LC50 - Letala koncentracija 50% testa populacijas.
RMM - Risk Management Measures, Riska vadibas pasakumi.
PBT - Noturigs, bioakumulativs un toksisks.
vPVB - Very Persistent and Very Bioaccumulative.

STOT- SE : Specific Target Organ Toxicity - Single Exposure .

CSA - Chemical Safety Assessment .

EN - Eiropas standarts.

ANO - Apvienoto Naciju Organizacija.

ADR - European Agreement concerning the International Carriage of Dangerous Goods by
Road.

IATA - International Air Transport Association .

IMDG code - International Maritime Dangerous Goods .
RID - Regulations concerning the International Carriage of Dangerous Goods by Rail .
WGK - Water Hazard Class.
STOT - RE : Specific Target Organ Toxicity - Repeated Exposure.
UFI : Unique Formula Identifier.

. NodrosSinat, ka operators saprot uzliesmosanas bistamibu.

. Klasifikacija saskana ar direktivas ES 1272/2008 (CLP) kalkulacijas metodem.
Klasifikacija, izmantojot datus no datu bazém, ko uztur Eiropas ripniecisko gazu asociacija
(EIGA). Dati apkopoti EIGA doc 169 : “classification and labelling guide”, lejupladéjams no :
http://www.eiga.eu.

H un EUH frazu pilns teksts

Flam. Gas 1A UzliesmojoSas gazes, 1.A kategorija

Flam. Gas 1B UzliesmojoSas gazes, 1.B kategorija

H220 Tpasi viegli uzliesmojosa gaze.

H221 Uzliesmojo3a gaze.

H280 Satur gazi zem spiediena; karstuma var eksplodét.
Press. Gas (Comp.) Gazes zem spiediena : Saspiesta gaze

ATRUNA PAR ATBILDIBU

. Pirms pielietot produktu jauna procesa vai eksperimentos, ripigi jaizskata materialu
savietojamiba un droSibas prasibas.
Dokumenta sniegtas zinas ir ticamas dokumenta izdoSanas laika.
Kaut arT Sis dokuments ir sagatavots ar pienacigu ripibu, més neuznemamies atbildibu par
ievainojumiem vai bojajumiem, kas radusies ta lietoSanas laika.
Dokumenta beigas
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